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Referenced Documents
The documents listed below form a part of the technical requirements to the extent specified herein. Products offered under this solicitation are required to meet applicable industry standards, tests, and GSA requirements in effect on the date of issuance of this solicitation.  During the contract period, products manufactured must meet the applicable standards, in effect at the time of manufacture.  Copies of the referenced documents may be obtained from the issuing organizations at the addresses shown.
GSA Specifications, Standards and Descriptions
Federal Specifications
AA-C-2786	Cabinet, Security, Information Processing System Storage
AA-C-2859A	Cabinet, Security, Weapons Storage
AA-D-600D	Door, Vault, Security
AA-F-358H	Filing Cabinet, Legal and Letter Size, Uninsulated, Security
AA-F-363D	Filing Cabinet, Security, Maps and Plans, General Filing and Storage
AA-V-2737	Modular Vault Systems
FF-L-2740A	Lock, Combination
Federal Standards
Fed. Std. 834	Performance Test Method for Intensive Use Chairs
Purchase Descriptions
FNAE 80-214A	Upholstered Furniture Test Method
FCNE 87-441F	Systems Furniture
FCNE 87-442F	Workstation Clusters
FCNE 87-445F	Demountable Walls
3FNE 90-504C	High Density Movable Filing Systems
3FNE 98-572D	Executive Office Furniture
3FNE 98-574	Tables and Accessories
3FNE 98-576	Certification Requirements for Freestanding Acoustical and Speech Privacy Partitions
3FNE 98-578B	Freestanding Acoustical Partitions and Demountable Walls
3FNE 99-582E	Safety and Performance Test Requirements for Bunkable and Loftable Beds, Beds with Drawers and Drawer Units for Use Under Beds
3FNE 99-583A	Test Requirements for Wall Beds
3FNE 00-589	Test Requirements for Library Bookstacks
3FNE 00-591A	Technical Requirements Book for Carpet
3QSAB 08-606	Safety, Performance and Flammability Requirements for Complete Daycare and Classroom Solutions
3QSAB 09-608	Technical Requirements for Wood Executive Office, Conference Room/Casegoods Furniture and Single Item Accent and Specialty Pieces
3QSAB 09-609	Performance Test Requirements for Upholstered Seating
3QSAB 11-613A 	List of Accredited Labs that can Perform FNE 99-582E Bed and Bed Drawer Unit Tests

GSA Specifications, Standards and Purchase Descriptions can be downloaded free of charge from our web site: www.gsa.gov/furniturespecs then in left hand column, click on “Technical Descriptions and Standards”.
or write to:
	GSA/FAS
Integrated Workplace Acquisition Center
Engineering Division (3QSAB)
2200 Crystal Drive, Ste. 400
Arlington, VA 22202
	(703) 605-9260 
Fax: (703) 605-9879


ASTM
C423	Standard Test Method for Sound Absorption and Sound Absorption Coefficients by the Reverberation Room Method
E84	Standard Test Method for Surface Burning Characteristics of Building Materials
E90	Standard Test Method for Laboratory Measurement of Airborne Sound Transmission Loss of Building Partitions and Elements
E413	Classification for Rating Sound Insulation
F404	Standard Consumer Safety Specification for High Chairs
F406	Standard Consumer Safety Specification for Non-Full-Size Baby Cribs/Play Yards
F1169	Standard Specification for Full Size Baby Cribs
F1427	Standard Consumer Safety Specification for Bunk Beds
F2057	Standard Safety Specification for Chests, Door Chests, and Dressers
ASTM Standards are available from:
	ASTM International
100 Barr Harbor Dr.
West Conshohocken, PA  19428-2959
	(610) 832-9585
FAX (610) 832-9555
www.astm.org


BUSINESS AND INSTITUTIONAL FURNITURE MANUFACTURERS ASSOCIATION (BIFMA)
X5.1	American National Standard for Office Furnishings - General Purpose Office Chairs
X5.3	American National Standard for Office Furnishings - Vertical Files - Tests
X5.4	American National Standard for Office Furnishings - Lounge and Public Seating - Tests
X5.5	American National Standard for Office Furnishings- Desk/Table Products -Tests
X5.6	American National Standard for Office Furnishings - Panel Systems -Tests
X5.9	American National Standard for Office Furnishings – Storage Units - Test
ANSI/BIFMA STANDARDS are available from:
	American National Standards Institute
25 West 43rd Street
4th Floor
New York, NY 10036
	(212) 642-4900
Fax: (212) 398-0023
www.ansi.org


OR
	BIFMA International
679 Front Avenue, NW / Suite 150
Grand Rapids, MI 49504-5368
	616-285-3963
Fax: 285-3765
www.bifma.org


ELECTROSTATIC DISCHARGE ASSOCIATION (ESD)
ESD S 4.1	Worksurface - Resistance Measurements
ESD STM 4.2	Protective Worksurfaces - Charge Dissipation Characteristics
ESD STM 12.1	Seating – Resistive Measurement
ESD standards are available from:
	Electrostatic Discharge Association
7900 Turin Road, Building 3
Rome, NY 13440-2069
	(315) 339-6937
FAX (315) 339-6793
www.esda.org


ISO
ISO 9001	Quality Management Systems Requirements Standard
ISO 17025	General Requirements for the Competence of Calibration and Testing Laboratories
ISO STANDARDS are available from:
ANSI web store at http://www.webstore.ansi.org
OR
	American Society for Quality
600 North Plankinton Avenue
Milwaukee, WI 53203 
OR 
American Society for Quality
P.O. Box 3005
Milwaukee, WI 53201-3005
	(800) 248-1946
(414) 272-8575
Fax: (414) 272-1734
www.asq.org


KITCHEN CABINET MANUFACTURERS ASSOCIATION (KCMA)
A161.1	Performance & Construction Standard for Kitchen and Vanity Cabinets
ANSI/KCMA STANDARDS are available from:
	American National Standards Institute
25 West 43rd Street
4th Floor
New York, NY 10036
	(212) 642-4900
Fax: (212) 398-0023
www.ansi.org

	Or
	

	Kitchen Cabinet Manufacturers Association
1899 Preston White Drive
Reston, VA  20191-5435
	(703) 264-1690
FAX (703) 620-6530
www.kcma.org


NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)
LD 3	High Pressure Decorative Laminates
NEMA standards are available from:
NEMA at http://www.nema.org
NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
NFPA 701	Standard Methods of Fire Tests for Flame Propagation of Textiles and Films
NFPA standards are available from:
NFPA at http://www.nfpa.org
STATE OF CALIFORNIA (CAL)
CA TB 117 2013	California Technical Bulletin 117 – Requirements, Test Procedures and Apparatus for Testing the Smolder Resistance of Materials Used in Upholstered Furniture
	CAL 133	California Technical Bulletin 133 – Flammability Test Procedure for Seating Furniture for Use in Public Occupancies
CA TB 117 2013 and 133 Technical Bulletins are available from:
	California Bureau of Electronic Appliance and Repairs, Home Furnishings and Thermal Insulation
4244 South Market Court, Suite D
Sacramento, CA  95834-1243

	(916) 999-2041
FAX (916) 999-2043
www.bhfti.ca.gov


UNDERWRITERS LABORATORIES INC. (UL)
UL 72	Standard for Tests for Fire Resistance of Record Protection Equipment
UL 498	Standard for Attachment Plugs and Receptacles
UL 608	Standard for Burglary Resistant Vault Doors and Modular Panels
UL 687	Standard for Burglary-Resistant Safes
UL 723	Standard for Test for Surface Burning Characteristics of Building Materials
UL 768	Standard for Combination Locks
UL 817	Standard for Cord Sets and Power-Supply Cords
UL 1286		Standard for Office Furnishings
UL Standards are available from:
	Underwriters Laboratories, Inc.
333 Pfingston Rd.
Northbrook, IL  60062-2096
	(877) 854-3577
(847) 272-8800
Fax: (847) 272-8129
www.ul.com


U.S. Consumer Product Safety Commission (CPSC)
U.S. Consumer Product Safety Commission, Title 16, Code of Federal Regulations, Parts 1508, 1509, 1632, and 1633 are available free of charge, from the following website.
www.gpoaccess. gov/cfr/
Select year.“ Select “Title 16  - Commercial Practices”
Select chapter and subchapter you are looking for.  
or write to:
	The Superintendent of Documents
U.S. Government Printing Office
732 N. Capitol Street, NW
Washington, DC 20401
	202-512-1800
(866) 512-1800
FAX (202) 512-1262

	U.S. Government Printing Office
P.O. Box 979050
St. Louis, MO 63197-9000
	(866) 512-1800
(202) 512-1800
Fax: (202) 512-2104
www.gpoaccess.gov





GENERAL TECHNICAL REQUIREMENTS
General Testing Requirements 
Products offered shall meet the acceptance criteria specified in the SIN descriptions, technical requirements and referenced documents when tested in accordance with the appropriate tests for that product.  ALL new offers are required to submit actual current applicable test reports. Unless otherwise specified, a single test/technical certification shall be provided at contract extension or request for contract modification, indicating compliance with all applicable performance, safety, flammability and technical requirements. GSA reserves the right to request actual copies of test reports at any time prior to contract award or during the course of the contract.  Failure to provide test reports may result in rejection of the offer or termination of the contract.  If a dispute arises relating to testing, GSA reserves the right to determine whether a test is appropriate for the product offered.
Unless otherwise noted, a representative sample may be used for products having multiple variations of the same basic construction.  The representative sample shall be the worst case for the test involved.
Safety Requirements (ALL SINs as applicable)
(a) All electrical components, including installation methods and instructions, shall comply with the applicable Underwriters Laboratories (UL) standards and UL Dorm Room Safety 101 guidelines available online at www.ul.com .
(b) All unframed glass doors and table top inserts shall use tempered glass.
Flammability Requirements (ALL SINs as applicable)
(a)  All upholstery components (fabric, vinyl, leather, foam, batting, etc.) used in seating products being offered, shall comply with the applicable requirements of the State of California Technical Bulletin (TB) 117, latest issue in effect.  Compliance with TB 117 shall be determined through testing and periodic retesting of the upholstery components by the component or seating manufacturer or an independent laboratory.  Compliance with State of California Technical Bulletin (TB) 133 is not required for the seating SINs.  Contractors offering products advertised as compliant with TB 133 should be prepared to provide proof of TB 133 compliance when requested by customers.
(b)  Mattresses (as defined in 1632.1) shall comply with test requirements in 16 CFR Part 1632 (FF 4-72-cigarette resistance test).  In addition, mattresses and mattress sets (as defined in 1633.2) shall comply with 16 CFR 1633 (open flame test).  
(c) Vertical fabrics shall meet the small-scale NFPA 701 flammability test.




Formaldehyde Standards for Composite Wood Products (ALL SINs as applicable)

All applicable composite woods products shall meet the formaldehyde emission and labeling requirements covered by the Toxic Substance Control Act (TSCA) Title VI, Formaldehyde Standards for Composite Wood Products (15 U.S.C. 2697, 81FR 89674-89743, Dec. 12, 2016). 



Certification Requirements
The below Test and Technical Requirements Certification shall be provided at time of each contract extension and each contract modification request to add new products. The Certification shall be signed and dated by the company official responsible for binding the contract.  In addition, retesting and an updated certification shall be provided when the test standard is revised or when product changes are made.  Actual test reports are required for beds and bed drawers as required under SINs 71-203, 71-204, 71-298 and 71-321.   

Test Standard Revision, Retesting, and Recertification Requirements
When a test standard is revised, retesting and recertification is required within 3 years of the issuance date of the new standard regardless of the age of testing previously performed.  For new offers current standard test reports shall be submitted.  When items are being added to an existing contract, GSA will accept certifications for tests performed using the previous edition of an industry standard for up to 18 months after the approval date of a new revision. 
Product Changes, Retesting, and Recertification Requirements
Retesting and recertification is required within 8 months after the manufacturer makes changes to the product.  Product changes that would require retesting include changes to the design, joinery, components, hardware supplier or construction.  Following are examples of changes that would warrant retesting and re-certification.  These are only examples of the type of changes that would necessitate retesting but is not intended to be an all-inclusive list.
· Reducing thickness of steel.
· Changing the shape of a steel formation in the product.
· Using longer drawer suspensions. (Using shorter length suspensions would not require retesting).
· Changing brand or model of drawer suspensions even if they are the same basic design.
· Changing grade or type of wood core material.  (Changing the supplier of wood core material but not changing type and grade would not require retesting.)
· Changing frame materials in any part of a sofa/chair such as from solid lumber to another material such as plywood.
· Changing spring system in a sofa/chair such as from hand tied coil springs to another system.
· Changing joinery method in any part of a sofa/chair frame such as from dowels to gang nail plates.
· Reducing thickness/width dimensions of wood frame members.
· Changing wood joinery method such as from dowels to biscuits.


Test and Technical Requirements Certification

Contract Action: ______Modification (Add product)
                             ______New Offer
                             ______Product Changes
                             ______New or Revised Test Standard

Product Series and/or Collection Name(s)_________________________________________

____________________________________________________________________________
Series and/or Collection Pricelist(s) Title(s) and Date(s)_____________________________

____________________________________________________________________________

Special Item Number(s) (SIN(s))_________________________________________________

____________________________________________________________________________


I hereby certify that all the above products offered have been tested and have passed the applicable test requirements as identified in the Technical Requirements document of the solicitation.  I understand that GSA reserves the right to request copies of test reports at any time prior to contract award or during the course of the contract.  Failure to provide test reports if requested, may result in rejection of the offer or termination of the contract.  GSA also reserves the right to test certified products during the term of the contract, to ensure compliance with the standards.

I agree to retest and provide a new test certification for the products under contract within 3 years of when new versions of the test standards are issued or within 8 months of when changes to the products are made.

In addition, I hereby agree that the products offered comply with all other applicable technical requirements specified for Special Item Numbers listed herein.  

Signed _________________________________________	Date ______________

Printed Name ________________________________________________

Job title and company name _____________________________________________

Name of company making this offer ________________________________________

Name of company manufacturing offered product ______________________________

Contract number (if applicable) ___________________________________
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SIN 711-1 Furniture Systems
Furniture systems shall meet the requirements of purchase description FCNE 87-441F.  Workstation clusters shall meet the requirements of purchase description FCNE 87-442F.  Furniture systems demountable walls shall meet the requirements of purchase description FCNE 87-445F.
SIN 711-2  Worksurfaces, Workstations, Computer Furniture and Accessories 
Items shall meet applicable requirements of ANSI/BIFMA X5.5, ANSI/BIFMA X5.9, and ANSI/BIFMA X5.6.  Any unit that is offered as Electrostatic Discharge (ESD) compliant shall, in addition to the above tests, meet the requirements in ANSI/ESD S 4.1 and ANSI/ESD STM 4.2. Acceptance level shall be less than 1 x 10e 9 ohms for ANSI/ESD S 4.1.  Acceptance level shall be less than 200 volts for ANSI/ESD STM 4.2.  
Furniture must be offered in order to sell related accessories under this SIN.  The furniture must be offered as part of a commercial line of furniture designed and finished to match and provide a unified look. (Furniture includes items such as worksurfaces, workstations, workstation modules, moveable workstations, data or task stations, PC work centers, desks, credenzas, computer tables, printer stands, pedestals, enclosure systems for computer equipment, computer consoles and computer stackers.)  
Accessories cannot be offered or sold separately under this SIN.  (Accessories include items such as L-returns, bridge units, worksurface and table extensions, overhead storage modules and shelves, desk carrels, modesty panels, privacy screens, terminal tilt platforms, turntables, tackboards, vertical CPU holders or stands, keyboard or pencil/center drawers, casters, locks, monitor support units, wrist rests, grommets, wire management, data & electrical components.)
SIN 711-3  Filing and Storage Cabinets, Shelves, Mobile Carts, Dollies, Racks & Accessories 
Items shall meet the applicable requirements of ANSI/BIFMA X5.3 and ANSI/BIFMA X5.9. The “8.2 Upward Impact Force Disengagement Test for Storage Units” (X5.9) shall be performed after successful completion of the applicable “Extendible Element Cycle Test” on the same cabinet.  Failure of any cabinet to meet above requirements shall be cause for rejection.
SIN 711-4  Blueprint Filing Cabinets
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-5  Card Files
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-6  Form Files
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-7  High Density, Movable Filing Systems and Accessories 
High-density movable filing systems are required to meet the requirements of purchase description 3FNE 90-504C.
SIN 711-8  Executive Office Furniture 
Items offered shall comply with the requirements defined in purchase description 3QSAB 09-608.  All furniture offered under this SIN shall be GSA Chassis Grade 1, 2, 3, or NA, GSA Drawer Grade 1, 2, 3, 4 or NA, Design A, B or C, as defined in 3QSAB 09-608.  Completed Material Data Sheets (see MDS forms at end of 3QSAB 09-608) shall be provided with each offer.
All offered pieces (except “generic” items listed below) shall be commercially marketed in brochures as part of a “line” of executive office furniture that consists of at least a desk, table desk, or workstation and a filing cabinet or credenza.  The filing cabinet/credenza offered may be part of the workstation.  To be considered a “line”, the furniture shall be designed and finished to specifically match and provide a unified look.  “Matching” means features such as the top edge shape being the same between pieces.
“Generic” design furniture.  Bookcases, occasional tables, computer support furniture, and lateral files of a “generic” design may be offered provided they match the finish of the main pieces (desks, credenzas, etc.) being offered under this SIN.
SIN 711-9  Executive Conference Room Furniture, Coordinated Tables, Case Pieces and Accessories 
Items offered shall comply with the requirements defined in purchase description 3QSAB 09-608.  All furniture offered under this SIN shall be GSA Chassis Grade 1, 2, 3, or NA, GSA Drawer Grade 1, 2, 3, 4 or NA, Design A, B or C, as defined in 3QSAB 09-608.  Completed Material Data Sheets (see MDS forms at end of 3QSAB 09-608) shall be provided with each offer.
All offered pieces are not required to match furniture under SIN 711-8 but shall be commercially marketed in brochures as part of a line of executive conference room furniture that consists of at least a table and storage credenza.  To be considered a “line”, the furniture shall be designed and finished to specifically match and provide a unified look.  “Matching” means features such as the top edge shape being the same between pieces.
SIN 711-10  Executive Furniture Single Item Accent & Specialty Pieces
Items offered shall be GSA Chassis Grade 1, 2, 3, or NA, GSA Drawer Grade 1, 2, 3, 4 or NA, Design A, B or C, as defined in 3QSAB 09-608.  Completed Material Data Sheets (see MDS forms at end of 3QSAB 09-608) shall be provided with each offer.
SIN 711-11  Tables and Accessories
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-12  System Type Tables and Accessories
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-13  Acoustical Partitions, Demountable Walls, and Accessories 
Partitions and demountable walls offered under this SIN shall comply with purchase description 3FNE 98-578B.    
SIN 711-14  Vertical Surface Attachment Panels and Accessories
Vertical surface attachment panels shall have a maximum flame spread rating of 25 and a maximum smoke development of 450 when tested as specified in ASTM E-84.
SIN 711-15  Acoustical Wall Treatments 
Acoustical wall treatments shall have a maximum flame spread rating of 25 and a maximum smoke development of 450 when tested as specified in ASTM E-84.  Acoustical wall treatments shall have a minimum noise reduction coefficient (NRC) of 0.50 when tested as specified in ASTM C-423.
SIN 711-16  Upholstered Seating 
Sofa groups, recliners and sleeper units shall be performance tested as specified in purchase description 3QSAB 09-609.  Performance testing is not required for benches, ottomans, and individual lounge chairs having no larger matching pieces. 
SIN 711-17  Multiple Seating 
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-18  Multipurpose Seating 
Ergonomically designed chairs shall have a pneumatic seat height adjustment of not less than 75 mm (3 in), and a five star or more pedestal base equipped with casters.  Rotary drafting-type chairs shall have a foot ring or attached footrest and a seat height adjustment of not less than 100 mm (4 in).  Stools must be part of an acceptable line of chairs that incorporate a task chair.
Jury base chairs, rotary base chairs, and straight leg chairs with casters, are required to meet all applicable requirements of ANSI/BIFMA X5.1.  Chairs that are described as intensive use ergonomic chairs shall have a pneumatic seat height adjustment range of not less than 100 mm (4 in) and shall meet Federal Standard 834.  Chairs that are described as providing protection against electrostatic discharge shall meet the requirements of ANSI/ESD STM 12.1.  
SIN 711-19  Stacking Chairs
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 711-20  Display and Communication Boards, Wall Stations, and Accessories
No additional testing in addition to what may be applicable from General Testing Requirements is required. 

SIN 711-96  Leased Furniture Systems
Items shall comply with all performance, flammability and safety requirements in one of the “purchase” SIN descriptions in this solicitation.   Furniture pieces offered under the lease SIN, that are already on GSA contract under a “purchase” SIN in this schedule, require no further testing.
SIN 711-97  Rental Furniture 
Items shall comply with all performance, flammability and safety requirements in one of the “purchase” SIN descriptions in this solicitation.   Furniture pieces offered under the rental SIN, that are already on GSA contract under a “purchase” SIN in this schedule, require no further testing.

SIN 71-98 International Office Furniture Products
This SIN covers items for use only in foreign destinations. Items awarded under this SIN comply with one of the other SIN descriptions in this Schedule. The items shall comply with minimum safety standards for the countries in which the products are sold.
SIN 711-99  Introduction of New Services/Products
Items offered under this SIN shall comply with applicable industry performance, flammability and safety standards.  Offerors shall identify applicable industry standards and certify that products have been tested and found to comply with the standards.  GSA reserves the right to require compliance with standards not identified with the offer if GSA decides it is necessary to ensure the performance and safety of the product.
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SIN 71-201 Cabinets
Cabinets shall comply with applicable requirements of ANSI/KCMA A161.1.  Furniture tipping hazard:  ALL cabinet items over 72” high shall be supplied with a wall attachment kit that complies with ASTM F2057.
 
SIN 71-202 Wall Units
Furniture tipping hazard:  ALL wall units over 72” high shall be supplied with a wall attachment kit that complies with ASTM F2057.
SIN 71-203 Loft Group
Loft beds designed and marketed for household use shall comply with the applicable requirements in ASTM F-1427 and shall have guardrails and ladder.
Loft beds designed and marketed for dormitory use by adults shall be performance tested (Group 1 and Group 2 tests) and test reports provided as specified in purchase description 3FNE 99-582E.  Any under bed drawers or drawers intended for use under a low loft shall be performance tested (Group 3 tests) and test reports provided as specified in purchase description 3FNE 99-582E.  Testing must be performed by one of the accredited test labs listed in purchase description 3QSAB 11-613A.
Furniture tipping hazard:  Chests, dressers, door chests, chest-on-chests, tall chests, lingerie chests, bureaus and armoires over 30” high shall comply with ASTM F2057, Standard Safety Specification for Chests, Door chests and Dressers.  In addition, ALL furniture items over 72” high shall be supplied with a wall attachment kit that complies with ASTM F2057.
SIN 71-204 Dormitory, Quarters and Residential Casegoods and Beds
Bunk beds designed and marketed for household use shall comply with the applicable requirements in ASTM F-1427 and shall have guard rails and ladder.
Bunk beds designed and marketed for dormitory use by adults shall be performance tested (Group 1 and Group 2 tests) and test reports provided as specified in purchase description 3FNE 99-582E.  Any under bed drawers or drawers included in captains beds shall be performance tested (Group 3 tests) and test reports provided as specified in purchase description 3FNE 99-582E and ASTM F-1427.  Testing must be performed by one of the accredited test labs listed in purchase description 3QSAB 11-613.
Wall beds shall comply with applicable requirements in purchase description 3FNE 99-583A.
Mattresses shall comply with the test requirements in 16 CFR 1632 (FF 4-72 – cigarette resistance test).  Mattresses and mattress sets shall comply with 16 CFR 1633 (open flame test).
Furniture tipping hazard:  Chests, dressers, door chests, chest-on-chests, tall chests, lingerie chests, bureaus and armoires over 30” high shall comply with ASTM F2057, Standard Safety Specification for Chests, Door chests and Dressers.  In addition, ALL furniture items over 72” high shall be supplied with a wall attachment kit that complies with ASTM F2057.
SIN 71-205 Chairs--Dining Room, Desk, Side, Period Style and Bar Stools
Rotary base chairs are required to meet all applicable requirements of ANSI/BIFMA X5.1.  
SIN 71-206 Upholstered Seating
Sofa groups, recliners and sleeper units shall be performance tested as specified in purchase description 3QSAB 09-609.  Performance testing is not required for benches, ottomans, and individual lounge chairs having no larger matching pieces.
SIN 71-207 Casual and Outdoor Furniture and Accessories
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 71-296 Leased Furniture
Items shall comply with one of the other SIN descriptions in this schedule, including all applicable flammability test requirements and performance test requirements that ensure user safety, i.e. all applicable ANSI/BIFMA X5.1 tests for rotary chairs.  Furniture pieces offered under the lease SIN, that are already on GSA contract under a “purchase” SIN in this schedule, require no further testing.
SIN 71-297 Rental Furniture
Items shall comply with one of the other SIN descriptions in this solicitation, including all applicable flammability test requirements and performance test requirements that ensure user safety, i.e. all applicable ANSI/BIFMA X5.1 tests for rotary chairs.  Furniture pieces offered under the rental SIN, that are already on GSA contract under a “purchase” SIN in this schedule, require no further testing.
[bookmark: 2et92p0]SIN 71-298 International Residential, Dormitory and Quarters Furniture Products
This SIN covers items for use only in foreign destinations. Items awarded under this SIN comply with one of the other SIN descriptions in this Schedule.  All items shall comply with minimum safety standards for the countries in which the products are sold.  In addition, bunk beds, loft beds and any underbed drawers (such as within a drawer unit or built into a captains bed) shall be performance tested and test reports provided as specified in purchase description 3FNE 99-582E.  Testing must be performed by one of the accredited test labs listed in purchase description 3QSAB 11-613A.
SIN 71-299 Introduction of New Products/Services (INPS)
Technical requirements will be dependent on the type of product/service offered.  Determination of acceptance will be performed on a case by case basis.



Schedule 71 – Furniture					         Solicitation 3QSA-JB-100001-B (Refresh #20)	


1
MISCELLANEOUS FURNITURE TECHNICAL REQUIREMENTS
SIN 71-301 Complete Daycare, Preschool and Classroom Solutions
Cribs shall be constructed for heavy-duty use.  Crib mattresses must be washable, wet-resistant, and flame retardant and shall properly fit the offered cribs.  Crib mattresses will be acceptable only if a corresponding size crib is offered and accepted for contract.  Safety, performance and flammability requirements are as specified in purchase description 3QSAB 08-606.
SIN 71-302 Training Room, Auditorium and Theater Furniture
Safety, performance and flammability requirements are as specified in purchase description 3QSAB 08-606.
SIN 71-304 Lecterns
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-305 Library Furniture
Library chairs are required to meet all applicable sections of ANSI/BIFMA X5.1. Lounge seating is required to be performance tested as specified in purchase description 3QSAB 09-609. 
SIN 71-306 Mail Sorting and Distribution Furniture
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-307 Mail Lock Boxes
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-308 Cafeteria and Food Service Furniture
No additional testing in addition to what may be applicable from General Testing Requirements is required.

SIN 71-309 Clothing Lockers and Locker Benches
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-310 Industrial and Institutional Furniture: Workbenches, Worktables, Warehouse Storage, and High Density Storage Cabinets, Modular Cabinets
Any electrical plugs and receptacles shall be certified to meet UL 498 with a NEMA configuration of 5-15 (P or R) or 6-15 (P or R). Cord sets shall meet UL 817.  Wall hung cabinets and base cabinets shall meet all applicable test sections in ANSI/KCMA A161.1-2012.   Lateral file drawers shall meet all applicable test sections in the most current edition of ANSI/BIFMA X5.9.  Vertical file drawers shall meet all applicable test sections in the most current edition of ANSI/BIFMA X5.3.
SIN 71-311 Modular Electronic Equipment Cabinets
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-312 Hazardous Materials Storage
Cabinets shall meet the requirements of the Occupational Safety and Health Act (OSHA).
SIN 71-313 Museum Storage 
No additional testing in addition to what may be applicable from General Testing Requirements is required.
SIN 71-315 Hospital Patient Room Furniture
Electrically adjustable hospital beds shall have been tested and conform to UL 60601-1 and IEC 60601-2-38.  
Mattresses shall be intended for special hospital and nursing home use.  They shall be designed to conform to adjustable positions of hospital beds.  Mattresses designed for use such as orthopedic, burn and prevention of decubitus ulcers are acceptable. Mattresses shall meet the flammability test requirements of 16 CFR 1632 and 16 CFR 1633.  
Overbed tables must have casters and be compatible with the hospital beds accepted under this SIN. 
Beds may only be offered and sold in conjunction with other hospital patient room furniture.
SIN 71-316 Hospital and Geriatric Chairs
Sofa groups and sleeper units shall be performance tested in accordance with purchase description 3QSAB 09-609.  Performance testing is not required for recliners, benches, ottomans, and individual lounge chairs having no larger matching pieces.
SIN 71-317 Chair, Convalescent
No additional testing in addition to what may be applicable from General Testing Requirements is required. 
SIN 71-318 Patient Service Systems
Offered items shall meet applicable industry and electrical standards.
SIN 71-320 Book Stacks
Book stacks shall meet the performance test requirements in purchase description 3FNE 00-589.
SIN 71-321 Correctional Institution Furniture
Bunk beds, bunkable beds, and underbed drawers shall be performance tested and test reports provided as specified in purchase description 3FNE 99-582E.  Testing must be performed by one of the accredited test labs listed in purchase description 3QSAB 11-613A.
SIN 71-396 Leased Furniture
Items shall comply with one of the other SIN descriptions in this schedule, including all applicable flammability test requirements and performance test requirements that ensure user safety, i.e. all applicable ANSI/BIFMA X5.1 tests for rotary chairs. Furniture pieces offered under the lease SIN, that are already on GSA contract under a "purchase" SIN in this schedule, require no further testing.  
SIN 71-397 Rental Furniture
Items shall comply with one of the other SIN descriptions in this schedule, including all applicable flammability test requirements and performance test requirements that ensure user safety, i.e. all applicable ANSI/BIFMA X5.1 tests for rotary chairs. Furniture pieces offered under the rental SIN, that are already on GSA contract under a "purchase" SIN in this schedule, require no further testing.
SIN 71-398 International Miscellaneous Furniture Products
This SIN covers items for use only in foreign destinations. Items awarded under this SIN comply with one of the other SIN descriptions in this Schedule. The items shall comply with minimum safety standards for the countries in which the products are sold.
SIN 71-399 Introduction of New Products/Services (INPS)
Technical requirements will be dependent on the type of product/service offered.  Determination of acceptance will be performed on a case by case basis.




[bookmark: tyjcwt]PACKAGED FURNITURE PROGRAM TECHNICAL REQUIREMENTS APPLICABLE TO SIN 71 1, 71 98, 71 99, 71 100 AND 71 200
(A) Packaged vendors are considered prime contractors for all packaged requirement orders placed under their MAS contract. As prime contractors, packaged vendors are solely responsible for the delivery of all supplies and services as specified in packaged requirement orders.
(B) Packaged vendors must have an established corporate history as a project integrator for all types of proposed products.  The PCO will make a responsibility determination based on an evaluation of Technical Proposal Factor Four – Relevant Project Experience (SCP-FSS-002).
(C) For each proposed SIN, packaged vendors must propose a full and broad array of products/services as required by SCP-FSS-001.  The PCO will make a determination that the proposed products and services represent a total solution by analyzing the relevant project experience, supporting invoices and other data.  Through examination of this information, the PCO will ensure that the vendor has an established sales history for the proposed mix of packaged products and services.
1. Vendors must provide supporting invoices for each of the referenced projects included in their technical proposal. 
(D) SERVICES: At a minimum, all packaged vendors must provide project management and furniture installation services; however, packaged vendors are permitted to propose any type of ancillary service necessary to support their packaged solution.
1. Services are to be proposed, analyzed and negotiated following all elements of provision SCP-FSS-002 (project experience, compensation plan, uncompensated OT, etc...). 
2. SCA/SCLA does not apply to Schedule 71 as work performed under this schedule shall not be the primary purpose of the order, but be an integral part of the total solution offered. Services provided under this Schedule 71 must be ancillary to product offerings and may only be ordered in conjunction with the supplies purchased.
3. Services provided under a packaged solution must be provided under packaged SIN 71 1, 71 98, 71 100 or 71 200 as part of a total solution. Vendors are not permitted to combine packaged SINs with any other ancillary service SIN under Schedule 71 (711 91, 711 95, etc…)   
 (E) Proposed suppliers must hold a current MAS contract covering all proposed items. Proposed items must comply with the current pricing, terms and conditions of the supplier’s MAS contract. Packaged vendors must submit the following for all proposed suppliers:
1. The current GSA Catalog of the Supplier
2. The current GSA Terms and Conditions of the Supplier’s MAS Contract
3. A completed Letter of Supply for Packages signed by the supplier within 12 months of submission to the PCO. 
a. The Letter of Commitment for Packages template is included as an attachment to the Schedule 71 solicitation.
[bookmark: _3dy6vkm]NOTE: Commercial Sales Practice (CSP) and/or supporting pricing/technical data are not required for proposed suppliers as prices are already determined fair and reasonable and technical information has been reviewed under the supplier’s MAS contract.

(F)  Individual products should not be sold under this SIN, unless as a logical follow-on in accordance with FAR 8.405-6. 

(G) The packaged vendor (not the supplier) is responsible for reporting all sales and remitting the Industrial Funding Fee for orders under SIN 71 1, 71 98, 71 100 and 71 200 

(H) Packaged vendors are not permitted to publish individual items on GSA Advantage! under any of the packaged furniture SINs; however, vendors should include a reference to the awarded product supplier’s MAS contract in their GSA Price List published on GSA Advantage!. 
 (I) Packaged vendors are not required to process a contract modification each time modifications are made to a supplier’s MAS contract; however,  packaged vendors must establish a reliable process to ensure that all proposed products comply with the awarded terms and conditions of the supplier’s MAS contract effective at the time an order is placed.


[bookmark: 1t3h5sf]










SECURITY EQUIPMENT TECHNICAL REQUIREMENTS
Vault Doors: Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-D-600D, dated May 15, 2000 and Amendment 4 dated January 5, 2010.  Items offered under these SINs shall be on the most recent Qualified Products List.
Class 5 - Resistant to 20 man-hours surreptitious entry, 30 man-minutes covert entry, and 10 man-minutes forced entry  Style K - Key change combination lock Gray
Class 5-V – Vault Door
Design S - Single lock
7110009351885	Type IR - Right hand swing, with optical device
7110009351882	Type IL - Left hand swing, with optical device
7110009351886	Type IIR - Right hand swing, without optical device
7110009351883	Type IIL – Left hand swing without optical device
7110014758818	Type IIIR - Double leaf door; right opening swing active leaf, with optical device.
7110015408615	Type IIIL – Double leaf door, left opening swing active leaf, with optical device
Design B - No exterior hardware
7110014758140	Type IR - Right hand swing, with optical device
7110014758816	Type IL - Left hand swing, with optical device
7110014758813	Type IIR - Right hand swing, without optical device
7110014758821	Type IIL – Left hand swing without optical device
7110014758815	Type IIIR - Double leaf door; right opening swing active leaf, with optical device.
Class 5-A – Armory Door
Design S - Single lock
7110014759596	Type IR - Right hand swing, with optical device
7110014759593	Type IL - Left hand swing, with optical device
7110014759595	Type IIR - Right hand swing, without optical device
7110014759598	Type IIL – Left hand swing without optical device
7110014759590	Type IIIR - Double leaf door; right opening swing active leaf, with optical device.
7110015406679	Type IIIL – Double leaf door, left opening swing active leaf, with optical device
Design B - No exterior hardware
7110014759594	Type IR - Right hand swing, with optical device
7110014759599	Type IL - Left hand swing, with optical device
7110014760139	Type IIR - Right hand swing, without optical device
7110014759600	Type IIL – Left hand swing without optical device
7110014759592	Type IIIR - Double leaf door; right opening swing active leaf, with optical device.
Class 5-B – Ballistic Door
Design S - Single lock
7110014758814	Type IR - Right hand swing, with optical device
7110014758824	Type IL - Left hand swing, with optical device
7110014758819	Type IIR - Right hand swing, without optical device
7110014758817	Type IIL – Left hand swing without optical device
Design B - No exterior hardware
7110014758822	Type IR - Right hand swing, with optical device
7110014758826	Type IL - Left hand swing, with optical device
7110014758820	Type IIR - Right hand swing, without optical device
7110014758823	Type IIL – Left hand swing without optical device
SIN 489 154	Vault Door Accessories:  Examples of acceptable items include Day gate, Base plate, Key locker.  NOTE: This SIN is only acceptable in conjunction with an applicable vault door.  
Modular Vault System, GSA Approved:  Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-V-2737, dated April 25, 1990, and Amendment 2 dated October 30, 2006.  Items offered under this SIN shall be on the Qualified Products List.
SIN 489 186	MODULAR VAULT SYSTEM, GSA APPROVED: This SIN includes all components required for the complete assembly and installation of six sided vaults.  The SIN does not include products used to give the vault a finished interior or exterior appearance, i.e., paneling, drywall, or carpeting.  All vault panels shall be treated to prevent formation of rust, including the interior surfaces of the vault panel skin.  The moisture content of wood products used in vault panels shall be low enough that it does not cause condensation on the panel's interior metal surfaces.  Ends of boards shall be painted or otherwise treated to prevent wicking.
All vaults provided under this SIN shall be pre-assembled at the factory to ensure proper fit of components.  The vault shall then be disassembled and the panels and components numbered for assembly at final destination.  Assembly and disassembly instructions shall be provided with every vault.
All vault panels and components shall be covered during shipment.  When specified in the purchase order, the vault shall be packed as follows:  Each vault shall be packed in crates conforming to PPP-C-650 or in boxes conforming to PPP-B-621.  When packed in crates, the contents shall be waterproof shielded with a shroud fabricated of material conforming to PPP-B-1055, as specified for interior shrouds, and in accordance with the appendix to the crate specification.  When packed in boxes, the contents shall be shrouded as specified above and the box shall be modified with the addition of reinforcing members and skids as specified in the box specification.  The contents of the crate or box shall be blocked, braced and cushioned to prevent movement during multiple shipments.
Regardless of whether the agency chooses to utilize the SINs for Design and Installation Services, the vault manufacturer shall ensure that the agency is aware of operational, functional and site constraints of the vault such as floor load requirements, weight distribution within the vault, floor leveling or shimming needs, and installation requirements.  A data sheet provided to the user is not considered sufficient.  
The offeror shall provide a complete set of design guidelines and installation procedures with their offer.  The installation procedures described shall be the same procedures used for assembly of the vault that was tested and approved by GSA.  The installation procedures shall adequately describe the method and sequence of assembly.  
If the vault system has not been approved at the time for submission of offers, the offeror may submit proposed guidelines and procedures.
GSA accepts no responsibility for damage to buildings or equipment, injury to personnel, or loss of productivity resulting from use of this system.  It is the responsibility of the agency and the vault supplier to ensure that the vault is safe and functional.
SIN 489 187	Vault Design Services: Vault design services include a limited range of services and are intended to assist users in achieving a vault that is safe, functional, and best suited to their needs and location.  Services include conversion of generic vault designs to brand specific designs, and development of component lists required for the complete vault.  Vault designs, produced under this SIN, shall include only those components covered by the GSA contract and accepted options.  Design services may include the use of CAD/CAP systems for vault design and component list development, development of HVAC, electrical and communication cable management plans, site surveys, and floor load analysis.  Agencies must define the scope of the services required.  Offerors can submit under this SIN only in conjunction with an offer under SIN 489-186 or 489-194.
SIN 489 188	Vault Installation Services: Installation services may include product delivery, coordination, unpacking, inspection of product for shipping damage, assembly of product to conform to the final design, and removal of packing materials.  Agencies will negotiate installation on a project-by-project basis, requesting an installation price quotation.  Agencies must define the scope of the installation services required.  Offerors can submit under this SIN only in conjunction with an offer under SIN 489-186 or 489-194.
Filing Cabinet, Un-Insulated, Security, Maps And Plans, General Filing And Storage: Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-F-363D dated June 1, 2001, and Amendment 3 dated April 20, 2007.  Items offered under these SINs shall be on the Qualified Products List.
Class 5 - Resistant to 20 man-hours surreptitious entry, 30 man-minutes covert entry, and 10 man-minutes forced entry  Design K - Key change combination lock.
Type II - Without map and plan hangers and suspension
Size I - 51-1/4”H x 22”W x 39”D
7110009310770	Gray
7110010173546	Black
7110010173547	Parchment
Size II - 43-1/2”H x 35-3/4”W x 23-3/4”D
7110009288689	Gray
Size IV - 28-1/2”H x 23-1/4”W x 24”D
7110013092032	Gray
7110013092033	Black
7110013092034	Parchment
Class 6 – Resistant to 20 man-hours surreptitious entry and 30 man-minutes covert entry  Design K - Key change combination lock
Type II - Without map and plan hangers and suspension
Size I - 57-1/2”H x 22”W x 38”D
7110009300771	Gray
7110010190408	Black
7110010245958	Parchment
SIN 489 103	Interior Components: For use in AA-F-363, Classes 5 and 6 cabinets.  Examples of acceptable items include Plan hold rack & assembly, Vertical posts (Set of 4), Shelf, Security locker, Shallow drawer (4” to 5” high)
Regular drawer (10-1/2” to 12” high)
3” x 5” Cross tray insert
3-1/4” x 7-3/8” Cross tray insert
4” x 6” Cross tray insert
5” x 8” Cross tray insert
Vertical posts, Shelf, Security locker, Drawers,
Double row drawer insert, Triple row drawer insert, Microfilm drawer insert, Tape canister drawer insert, Tape seal drawer insert, Pistol rack insert, Center drawer insert, Quarter drawer insert, Drawer liner, Pull-out weapons cart w/ storage drawers, Caster base.  NOTE: This SIN is only acceptable in conjunction with an applicable container.  
Cabinet, Security, Information Processing System Storage, Class:  Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-C-2786 dated September 7, 2004, and Amendment 2 dated April 20, 2007.  Items offered under these SINs shall be on the Qualified Products List.
SIN 489-190	Information Processing System Cabinet/COMSEC.  Design K - Key change combination lock.  Gray
Filing Cabinets, Steel, Legal and Letter Size, Un-insulated, Security):  Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-F-358J dated Nov 2, 2010. Items offered under these SINs shall be on the Qualified Products List.
Class 5 - Resistant to 20 man-hours surreptitious entry, 30 man-minutes covert entry, and 10 man-minutes forced entry.  Style K - Key change combination lock
Size I – 2-drawer, legal size
7110-00-082-6111	Gray
7110-01-015-2850	Black
7110-01-012-8739	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110015631694	Gray
7110015631696	Black
7110015631687	Parchment
Size III – 4-drawer, legal size
7110000826112	Gray
7110010128740	Black
7110010128741	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110015631689	Gray
7110015631699	Black
7110015631700	Parchment
Class 6 – Resistant to 20 man-hours surreptitious entry and 30 man-minutes covert entry.  Style K - Key change combination lock.
Size I – 2-drawer, legal size
7110009209342	Gray
7110010154638	Black
7110010154639	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110010295767	Gray
7110010298055	Black
7110010309009	Parchment
Size II - 4 drawer, letter size.
7110013091957	Gray
7110013091958	Black
7110013091959	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110015631697	Gray
7110015631688	Black
7110015631692	Parchment
Size III - 4 drawer, legal size
7110009209343	Gray
7110010154266	Black
7110010506060	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110015631698	Gray
7110015631690	Black
7110015631683	Parchment
Size IV - 5 drawer, letter size
7110013091962	Gray
7110013091963	Black
7110013091964	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110013091994	Gray
7110013091995	Black
7110013091996	Parchment
Size V - 5 drawer, legal size
7110009199193	Gray
7110010156099	Black
7110010156100	Parchment
Design ML - Independently locked drawers, 1 lock per drawer
7110010290389	Gray
7110010298059	Black
7110010298058	Parchment

Size VI – 2 drawer, special size
7110009199213	Gray
7110010165802	Black
7110010156101	Parchment
Design ML - Independently locked drawers, 1 lock per drawer.
7110015631695	Gray
7110015631686	Black
7110015631684	Parchment
Size VII - 1 drawer, special size
7110009199214	Gray
7110010153196	Black
7110010184301	Parchment
7110013091968	Walnut wood grain
Size VIII - 1 drawer, special size with 2 carrying handles, protective shield for lock
7110009199306	Gray
7110010152851	Black
7110010152852	Parchment
Size X - 2 drawer, letter size
7110013091970	Gray
7110013091971	Black
7110013091972	Parchment
Design ML - Independently locked drawers, 1 lock per drawer.
7110015631685	Gray
7110015631693	Black
7110015631691	Parchment

Caster Base:
7110001492004	Gray
7110010152856	Black
	7110010152855	Parchment
Cabinet Security, Weapons Storage:  Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification AA-C-2859A, dated April 20, 2007. Items offered under these SINs shall be on the Qualified Products List.
CLASS 5 – Resistant to 10 man minutes forced entry. Design B - Without channel base assembly. Style K - Key change combination lock.
7110014762954	Gray
Combination Locks:  Products offered under the following SINs shall be products that have been designed, built, tested, and approved by GSA to the requirements of Federal Specification FF-L-2740B.  Items offered under these SINs shall be on the Qualified Products List.
SIN 489-193	Lock, Combination:
SIN 489-189 - Repair parts:
Major or unique components of GSA Approved security equipment such as drawer heads, locking mechanisms, drawer handles, and other components that may require replacement during the life of the product, excluding combination locks.
NOTE: This SIN is only acceptable in conjunction with an applicable container.  
SIN 489-157 – Utility locker: 

Gray. Group 1R combination lock. Minimum 0.25” steel door. Minimum 0.125” steel body. Overall dimensions 8-3/16”W x 12-1/8”L x 8-1/4”D.

SIN 489-158 – Key rack:

Fits inside utility locker. Holds 42 key, 6 panels, 7 keys per panel.


SIN 489-159 - Wall key cabinet:

Holds 125 keys. Gray. Group 1R combination lock. Minimum 0.25” steel door. Minimum 0.125” steel body. Recessed full length hinge. Overall dimensions 12”W x 16-1/2”H x 6-3/8”D.

SIN 489-160 – Wall cabinet: 

Gray. Group 1R combination lock. Minimum 0.25” steel door. Minimum 0.125” steel body. 4 shelves. Overall dimensions 12”W x 16-1/2”L x 6-3/8”D.


SIN 489-161 - Special access control container: 

Size I - 12-1/8”H x 5-3/16”W x 8-1/4”D, or Size II - 15”W x 12”H x 10”D   Gray. Group 1R combination lock. Minimum 0.125” steel. Shielded slot with saw tooth baffle. Padlock eyes for mounting. Recessed door. Continuous hinge with non-removable pin.

SIN 489-167 - Filing Cabinet, Insulated:
Insulated vertical and lateral type filing cabinets complying with Underwriters Laboratories Standard UL 72 for Insulated Record Containers or Insulated Filing Devices.  Files shall be listed by UL and bear the UL approved label or shall be listed by other nationally recognized testing laboratory with a label and monitoring program.
SIN 489-166 - Safe, Burglary Resistant:
Complies with Underwriters Laboratories Standard UL 687.  Safes shall be listed by UL and bear the UL approved label or shall be listed by other nationally recognized testing laboratory with a label and monitoring program.
SIN 489-168 - Safes, Insulated:
Safes complying with Underwriters Laboratories Standard UL 72 for Insulated Safes.  Files shall be listed by UL and bear the UL approved label or shall be listed by other nationally recognized testing laboratory with a label and monitoring program.
SIN 489-171 - ADP Safes:
Insulated containers designed for storage of magnetic tapes and disks.  Safes shall comply with Underwriters Laboratories Standard UL 72 for Insulated Record Containers or Insulated Safes with a Class 125-1, -2 or -4 hour rating.  Safes shall be listed by UL and bear the UL approved label or shall be listed by other nationally recognized testing laboratory with a label and monitoring program.
SIN 489-169 - Depository:
A safe-type container designed to allow fund or property to be deposited in the container through a hopper or baffled channel, without providing access to the interior of the container.  Access to the interior is provided through a door having a built-in combination lock complying with UL Standard 768, Group 2, 1, or 1R.
SIN 489-192 - Room Safes:
Containers designed for secure storage of personal possessions in hotels, quarters or other temporary housing.  Containers shall be specifically designed and advertised for this application.  Doors may be fixed or removable.  Locks may be combination, key or card access type.
SIN 489-194 - Modular Vault System, Commercial:
The vault system shall be in accordance with UL Standard 608.  The vault system shall be Class M, Class 1, Class 2 or Class 3 as defined in the UL Standard.
SIN 489-99  Introduction of New Services/Products
Items offered under this SIN shall comply with applicable industry performance, flammability and safety standards.  Offerors shall identify applicable industry standards and certify that products have been tested and found to comply with the standards.  GSA reserves the right to require compliance with standards not identified with the offer if GSA decides it is necessary to ensure the performance and safety of the product.

